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§63.3370. The records must be main-
tained in accordance with the require-
ments of §63.10(b).

Part 63, Subpt. JJJJ, Table 2

authorities contained in paragraph (b)
of this section must be retained by the
Administrator and not transferred to a

State.
(b) Authority which will not be dele-
§63.3420 What authorities may be del- gated to States: §63.3360(c), approval of
egated to the States? alternate test method for organic HAP
(a) In delegating implementation and content determination; §63.3360(d), ap-
enforcement authority to a State Proval of alternate test method for
under 40 CFR part 63, subpart E, the Volatile matter determination.

DELEGATION OF AUTHORITY

TABLE 1 TO SUBPART JJJJ OF PART 63—OPERATING LIMITS IF USING ADD-ON
CONTROL DEVICES AND CAPTURE SYSTEM

If you are required to comply with operating limits by §63.3321, you must comply with the
applicable operating limits in the following table:

You must meet the following operating And you must demonstrate continuous
limit:

For the following device: compliance with operating limits by:

1. Thermal oXidizer ........ccccevvvveviiiiinenns a. The average combustion temperature | i. Collecting the combustion temperature
in any 3-hour period must not fall data according to § 63.3350(e)(9);
below the combustion temperature | ii. Reducing the data to 3-hour block
limit  established according to averages; and

§63.3360(e)(3)(i). iii. Maintain the 3-hour average combus-
tion temperature at or above the tem-
perature limit.

2. Catalytic oxidizer ..........cccocoevveiricicnnnns a. The average temperature at the inlet | i. Collecting the catalyst bed inlet tem-
to the catalyst bed in any 3-hour pe- perature data according to

riod must not fall below the combus- §63.3350(e)(9);

tion temperature limit established ac- | ii. Reducing the data to 3-hour block

cording to §63.3360(e)(3)(ii). averages; and

i. Maintain the 3-hour average catalyst
bed inlet temperature at or above the
temperature limit.

b. The temperature rise across the cata- | i. Collecting the catalyst bed inlet and
lyst bed must not fall below the limit outlet temperature data according to
established according to §63.3350(e)(9);

§63.3360(e)(3)(ii)- i. Reducing the data to 3-hour block
averages; and

iii. Maintain the 3-hour average tempera-
ture rise across the catalyst bed at or
above the limit.

Submit monitoring plan to the Adminis- | Conduct monitoring according to the
trator that identifies operating param- plan (§ 63.3350(f)(3)).
eters to be monitored according to
§63.3350(f).

3. Emission capture system ..

TABLE 2 TO SUBPART JJJJ OF PART 63—APPLICABILITY OF 40 CFR PART 63 GENERAL
PROVISIONS TO SUBPART JJJJ

You must comply with the applicable General Provisions requirements according to the fol-
lowing table:

General provisions reference Applicable to subpart JJJJ Explanation
§63.1(a)(1)-(4) Yes
§63.1(a)(5) No e ——— Reserved.
§63.1(a)(6)—(8) Yes.
§63.1(a)(9) No e ———— Reserved.
§63.1(a)(10)— Yes.

§63.1(b)(1) ........ ... | No e ——————— Subpart JJJJ specifies applicability.
§63.1(b)(2)—(3) . Yes.
§63.1(c)(1)
§63.1(c)(2)

..... Area sources are not subject to emission
standards of subpart JJJJ.

No e ——— Reserved.

Yes.

§63.1(c)(3) ...
§63.1(c)(4)
§63.1(c)(5) ...
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